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Cable Data

Conductors Material:

Composition:

Stranding:

Shield:

Insulation Material:

Jacket Material: 

Jacket Color:

Connection layout Housing Data

This drawing can not be 
copied or reproduced in any 
way and can not be passed 
to third-party without written 

authorization.

Description:

Customer:

Customer code:

Code:

Drawn: Approved: Draw no.:

Date: Revision date: Revision no.:

VIEW
A

Rated Voltage:

Rated Current:

Insulation:

Contact resistance:

Mating cycle durability:

Temperature range:

Housing Color:

Protection Class:

Contact Material:

Overmoulding material:

Coupling nut material:

O-Ring Material:

Contact holder material:
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160V AC/DC

10 A

≥100MΩ (IEC60512)

≤5mΩ

>500

-20°C...+80°C

Black

IP67

CuZn gold plated

TPU (Polyurethane)

Zinc die cast/
Copper alloy nikel plated

FKM (Viton)

PA66 UL94 V0

Degree of pollution: 3

CODE L

N23FD12EU40ES 500 ±50

N23FD12EU41ZS

N23FD12EU41ES

N23FD12EU42ZS

N23FD12EU43ZS

N23FD12EU45ZS

N23FD12EU410S

N23FD12EU415S

N23FD12EU420S

N23FD12EU430S

1000 ±50

1500 ±50

2000 ±50

3000 ±50

5000 ±1%

10000 ±1%

15000 ±1%

20000 ±1%

30000 ±1%

SRPVC Style 1061

Black (RAL 9005)

PVC Style 2464

UL AWM 758
CSA C22.2
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